LED Linear High Bay Light
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e Light Efficacy up to 135lm/W

e Input Voltage: 90-305VAC.

* 5 & 7 years warranty.

® Option:Non-Dimming,
Dimming(RX/PWM/0/1-10V/DALI),
Microwave Sensor, ‘
ZigBee.

External Microwave Sensor
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Internal Microwave Sensor



Specifications

Product Light : ccT CRI
Watt(W) Size(mm) EfHﬁ.:fmr})cy Input Option K (Ra)
30w 30 3407140115
E0W 60 340°140°115
oW 20 gao ALl AC100-240V o,frfolgWRrQ?FPul\‘few
120W 120 640°140°115 105-130 AC100-277V DAL 2700 80
150W 150 930°140°115 50/60Hz M'Zci'gﬂ‘*éz\‘e
180W 180 930°140°115
200W 200 1230°140°115
240W 240 1230°140°115
PE Beam LED Chip Driver Protection Certification Working Storing
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Accessories
OHD-PM5-WBO1 OHD-PMS-WB0D2
Ceiling wall bracket Ceiling wall
adjustable bracket
(i SHO Pl i bt 5 OHD-PA-DSOL
! . icrowave sensor @ : icrowave sensor L Daylight sensor
> Outside Inside y
OHD-PA-WC2 OHD-PA-WCS DHD-PA-5C
Waterproof connect Waterproof connect Suspension chains
+2m cable +5m cable
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OHD-PA-APWO1 OHD-PA-APWO2 I = = OHD-PU-SROL
Australian plug+1.5m cable Australian plug+1.5m cable 7 !
: : Safety rope
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Thermal distribution

Temperature (solid) [5CI




Installation guide

Ground Installation Ceiling Mounted Wall Mounted Suspended Installation
Packaging
1 Product Carton
UV?,gi gl:tt (s Qty/Ctn Vc\il"c.’sﬁ . ( Io'\lul\tlg 5 dBir?w)é n(smf
eight elg
30W 2.52kg 2.72kg 6pcs 17.61kg L375*W175*H160mm
60W 2.52kg 2.72kg 6pcs 17.61kg L375*W175"H160mm
90w 4.52kg 4.82kg 4pcs 20.72kg L675*"W175"H160mm
120W 4.52kg 4.82kg 4pcs 20.72kg L675*W175*H160mm
150W 6.03kg 6.43kg 2pcs 14.28kg L975*"W175"H160mm
180W 6.03kg 6.43kg 2pcs 14.28kg L975*"W175"H160mm
200W 7.54kg 8.07kg 2pcs 17.87kg L1275*W175*H160mm
240W 7.54kg 8.07kg 2pcs 17.87kg L1275*W175*H160mm
Master Carton(mm) CBM(m?) I?[Scc)csj}chEc)é_)F')c Ii’gg?}fé(%
(Outer dimension) Carton Carton
shipment shipment

30W L390*W360*H510mm 0.0716m3 2250 4600
60W L390*W360*H510mm 0.0716m3 2250 4600
90w L690*W360*H350mm 0.0869m3 1250 2550
120W L690*W360*H350mm 0.0869m3 1250 2550
150W L995*W360*H185mm 0.0663m3 820 1650
180W L995*W360*H185mm 0.0663m3 820 1650
200W L1295*W360*H185mm 0.0862m3 620 1250

240W L1295*W360*H185mm 0.0862m? 620 1250




