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The fixture angle
can be adjust to

260°

e Light Efficacy up to 135lm/W.
* Input Voltage: 90-305VAC
® 5 & 7 years warranty.
* Whole lamp easy to adjust the beam angle from 30°to 260°.
e Option:Non-Dimming,

Dimming(RX/PWM/0O/1-10V/DALI) .




Specifications

P Light
Product Combination : cCcT CRI
WattW) Size(mm) scheme  Eficiency Input Option (K) (Ra)
{lm/W)
100W 100 3852957195 172
150w 150 3852957195 172
150W 150 3854457195 1'3
200W 200 385'295°195 172
200W 200 385445195 13
240W 240 3854457195 13
240W 240 685295195 2°2 AC100-240V No Dimmable 2700
320W 320 6852957195 2°2 110-135  AC100-277V 0/1-10V/RX/PWM/ 500 80
320W 320 385°745°195 1"5 50/60Hz DALI
480W 480 385745195 15
480W 480 685445195 2°3
600W 600 685445195 225
600W 600 685°595°195 2°4
720W 720 685*595°195 2°4
800W 800 6855957195 2°4
960W 960 985445195 33
960W 960 985°595°195 34
PF Beam LED Chip Driver Protection Certification Working Storing
Angle Brand Brand Grade Type Temperature Temperature
SU: PHILIPS
MEAN WELL
30°%70° EPISTAR CE/CB/ROHS -30°C ~ -40°C ~
OSSR 0 i INVEI'EIT"EENICS IP65 ETLDLGSAA 30°C~+60°C 40°C ~ +80°C
70°x150°
Screw
Lens
. Heat sink
Seal ring
LEDs
Cover
Edn cap
Bracket
Barcket

Screw




Dimension
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INTENSITY (cd)

60
¥ UNIT:ed
i ©0/180 99.8%
—— ©30/210 98.9°
CED/240 97.4°
o ——— c80/270 97.1°
AVERAGE BEAM ANGLE (S0%) :98.3 DEG
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Accessories
Vi \ OHD-PFM-LPD
" OHD-PA-DSOL " IP6S Lightning OHD-PAWEZ
: = Daylight sensor /‘% "= protection device . aterpru‘a connect
? - 120-277V 20KA 2m cable

OHD-PA-WCS
Waterproof connect

+5m cable
=@

OHD-PA-APWO1
Australian plug+1.5m cable
(driver connect directly)

OHD-PA-APWOZ2
Australian plug+1.5m cable
+waterproof connect




Thermal distribution
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Temperature (solid) [*C]

Installation guide

Wall Mounted Ground Mounted
Packaging
Unit Net Combination Carton
: Qty/Ctn Gross
Weight scheme LY Weight

100W 9.6kg 1°2 1pcs
150W 9.8kg 1°2 1pcs ig'ggtg
150W 12.5kg 1*3 lpcs 13-65kg
200W 10.1kg 12 lpcs 10195k
200W 12.7kg 13 1pcs 13'35k9
240W 12.8kg 1°3 1pcs 15‘53kg
240W 14.55kg 22 1pcs 16-05kg
320W 15.13kg 2*2 lpcs ].E-ESkg
320W 18.88kg 1"s lpcs EU.SBkg
480W 19.6kg 1's 1pcs S
480W 20.2kg 23 1pcs 21'9kg
600W 20.2kg 23 1pcs 2 l-Bkg
600W 27.42kq 2°4 1pcs 29 i?kg
720W 27.42kq 24 1pcs 25’. Skg
800W 28.42kg 24 1pcs 30.17kg
960W 29kg 33 1pcs 30.8kg
960W 36.5kg 34 1pcs ’

38.4kg




